
Version V122021 - Technical changes and errors reserved.

POWER LIGHTS FOR MACHINE VISION

iiM AG
Neuer Friedberg 5

D 98527 Suhl

Phone:  (+49 ) 3681 / 455 19-0
Fax:      (+49 ) 3681 / 455 19-11
www.lumimax.com

Baumer product series VeriSens® XC VeriSens® CS / ID / XF VLXT-Serie VCXG.I

LUMIMAX® Accessories
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Verification adapter (LVA)

Suitable for Bar Lights of the series LSB50 and 
LSB100, Dome Lights of the series DOM CD50 
and DOM CD100 and Coaxial Lights of series 
ES40 and ES60.

LVA-VeriSens XC
Art.No.: 105.0005.01 - - -

Mounting plate (LMP)

In combination with lighting-specific mounting 
adapters suitable for Area Lights of the series 
SQ40 and SQ80, Spot Lights of the series 
Spot3W and Spot5W, Bar Lights of the series 
LSB50 and LSB100 and Ring Lights of the 
series LSR24 and LR70.

LMP-VSXC
Art.No.: 105.0002.01 - - -

Mounting bracket (LMW)

Suitable for Ring Lights of the series LR45,
LR50 and LR70.

LMW-VeriSens XC-LR45/50/70
Art.No.: 105.0013.03 - - -

Tube extension

Suitable for Ring Lights of the series
CRC70, LR50 and LR70.

Tubus extension / adapter VSXC 
Art.No.: 105.0001.01 -

Tubus extension / adapter VSXC 
Art.No.: 105.0001.01

necessary accessories from Baumer
Tubus adapter with Ø 65 mm

Tubus extension / adapter VSXC 
Art.No.: 105.0001.01

necessary accessories from Baumer
Tubus adapter with Ø 65 mm
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T1-Adapter cable

Suitable for lighting with an average current 
consumption of up to 1 A with a max. 10 m 
camera connection cable (for applications 
with more powerful lighting or longer camera 
connection cables, ask our Service & Support 
Team)

T1-Adapter cable VeriSens XC
Art.No.: 115.0002.03

T1-Adapter cable VeriSens XC
Art.No.: 115.0002.03

T1-Adapter cable VeriSens XC
Art.No.: 115.0002.03 -

Output to switch or flash the 
lighting OUT1 OUT1 OUT1 (Line 4) -

     to the product configurator

optimized for Shape-from-Shading
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